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Bosch GSB 12V-35 Professional
Cordless Combi Drill 12v (Body
Only)
Product Images Product Code: P09-3723
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Short Description

The ideal combination of compactness, productivity and performance in the 12V class: the brushless
GSB 12V-35 Professional cordless combi drill. With up to 26,250 rpm, it delivers the highest impact rate
in the 12V category, enabling powerful impact drilling of up to Ø10 mm in masonry. Its compact design
allows perfect handling and easy operation – even in challenging working situations. With its high
rotation speed of 1,750 rpm, this true all-rounder can be used for a broad variety of jobs.

It is suitable for impact drilling, drilling and screwdriving into a wide range of materials and is compatible
with all Bosch Professional 12V and 10.8V batteries and chargers.

Technical data

Torque (soft/hard/max.) 20/35/- Nm
No-load speed (1st gear / 2nd gear) 0 – 460 / 0 – 1,750 rpm
Battery type Lithium-ion
Max. impact rate 26,250 bpm
Chuck capacity, min./max. 0.8 / 10 mm
Torque settings 20+1
Clamping range, min. 0.8 mm
Clamping range, max. 10 mm
Battery capacity 3 Ah
Charging time (80%/100%) approx. 36/50 min [3.0 Ah]
Max. drilling diameter in wood 32 mm
Max. drilling diameter in steel 10 mm
Max. drilling diameter in masonry 10 mm
Max. screw diameter 8 mm
Battery voltage 12 V
Weight excl. battery 0.8 kg

Supplied in a cardboard box.

Batteries and charger not included

Description

The ideal combination of compactness, productivity and performance in the 12V class: the brushless
GSB 12V-35 Professional cordless combi drill. With up to 26,250 rpm, it delivers the highest impact rate
in the 12V category, enabling powerful impact drilling of up to Ø10 mm in masonry. Its compact design
allows perfect handling and easy operation – even in challenging working situations. With its high
rotation speed of 1,750 rpm, this true all-rounder can be used for a broad variety of jobs.

It is suitable for impact drilling, drilling and screwdriving into a wide range of materials and is compatible
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with all Bosch Professional 12V and 10.8V batteries and chargers.

Technical data

Torque (soft/hard/max.) 20/35/- Nm
No-load speed (1st gear / 2nd gear) 0 – 460 / 0 – 1,750 rpm
Battery type Lithium-ion
Max. impact rate 26,250 bpm
Chuck capacity, min./max. 0.8 / 10 mm
Torque settings 20+1
Clamping range, min. 0.8 mm
Clamping range, max. 10 mm
Battery capacity 3 Ah
Charging time (80%/100%) approx. 36/50 min [3.0 Ah]
Max. drilling diameter in wood 32 mm
Max. drilling diameter in steel 10 mm
Max. drilling diameter in masonry 10 mm
Max. screw diameter 8 mm
Battery voltage 12 V
Weight excl. battery 0.8 kg

Supplied in a cardboard box.

Batteries and charger not included
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