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Caution Fibre Optic Cable
Below – Detectable

Underground Warning Tape
150mm x 100m

Product Images Product Code: R99-4022
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Short Description

Detectable underground warning / marker tape made using waved wires of stainless steel
that can be detected when below ground level.

Features:

Brightly coloured plastic identification tracer tape
Marks the position of buried electrical cables
100% virgin plastic (acid & alkali resistant)
Colour : Green
Dimensions : 150mm x 100m
75mm core
Printed one sided only
100 micron (0.1mm Average)

Material – Linear low density polyethylene Lead free pigments with virgin grade film Soil
tolerance from pH 2.5 to pH 11.0 inclusive 100 micron grade is manufactured in accordance
with ENATS 12-23 Issue 3 2013 specification.

Description

Detectable underground warning / marker tape made using waved wires of stainless steel
that can be detected when below ground level.

Features:

Brightly coloured plastic identification tracer tape
Marks the position of buried electrical cables
100% virgin plastic (acid & alkali resistant)
Colour : Green
Dimensions : 150mm x 100m
75mm core
Printed one sided only
100 micron (0.1mm Average)

Material – Linear low density polyethylene Lead free pigments with virgin grade film Soil
tolerance from pH 2.5 to pH 11.0 inclusive 100 micron grade is manufactured in accordance
with ENATS 12-23 Issue 3 2013 specification.
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