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Tempo CATV Cable Tone Test Kit
Product Images Product Code: C00-4391

Short Description

Tone probe kit designed specifically for the CATV industry. This toner allows you to tone through
splitters, directionmore long delays trying to figure out non-tagged or mis-tagged cable drops.

  Simple to use and provides fast, accurate results.
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  Transmitter and receiver are equipped with female F-connectors
  Kit provides both audible and  LED test and tone indications.
  As a continuity tester, the product provides both audible tone and LED display to indicate
resistance levels.
  Identifies the presence of AC or DC voltage on the cable under test.
  Each kit contains: one transmitter, one receiver, one male F to F  connector adapter cable, one
male F-to-alligator clip adapter cable, and  a carrying pouch
  1-year warranty
  Battery operated (2 x 9V not included).

Uses MN1604 (PP3) Battery (Part No. M99-1203)

Description

Tone probe kit designed specifically for the CATV industry. This toner allows you to tone through
splitters, directionmore long delays trying to figure out non-tagged or mis-tagged cable drops.

  Simple to use and provides fast, accurate results.
  Transmitter and receiver are equipped with female F-connectors
  Kit provides both audible and  LED test and tone indications.
  As a continuity tester, the product provides both audible tone and LED display to indicate
resistance levels.
  Identifies the presence of AC or DC voltage on the cable under test.
  Each kit contains: one transmitter, one receiver, one male F to F  connector adapter cable, one
male F-to-alligator clip adapter cable, and  a carrying pouch
  1-year warranty
  Battery operated (2 x 9V not included).

Uses MN1604 (PP3) Battery (Part No. M99-1203)
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