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Bosch PLR 30 C Digital Laser
Measure
Product Images Product Code: P09-0700

Short Description

Precise laser measurements up to 30 m with app-connected digital documentation.
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The PLR 30 C's integrated functions enable area and volume calculations to determine the amount of
material needed for jobs such as flooring installations and even wallpaper or paint for wall projects.

Results are featured on a high-quality colour display for optimum readability. All data can be sent to the
Bosch app for digital documentation and project planning, saving time and preventing errors.

Bluetooth connectivity

The Bluetooth connectivity enables easy transferring of measurement results to the Bosch app for
convenient and error-free documentation.

Selection of reference edge

Select the front or rear edge of the tool as the starting point when measuring

Laser precision for determining distances quickly

Measure distances with precision – get accurate results when determining heights and lengths thanks to
Bosch's laser technology.

Technical specifications

Laser diode: 635 nm
Laser class: 2
Measurement range: 0.05 – 30.00 m
Measurement accuracy** ± 2.0 mm
Measurement time, typical 0.5 s
Measurement time, max.: 4 s
Battery: 2 x 1.5 V LR03 AAA (included)
Automatic deactivation: 5 minutes
Weight: 0.08 kg
Measurement range, up to: 30 metres

Description

Precise laser measurements up to 30 m with app-connected digital documentation.

The PLR 30 C's integrated functions enable area and volume calculations to determine the amount of
material needed for jobs such as flooring installations and even wallpaper or paint for wall projects.

Results are featured on a high-quality colour display for optimum readability. All data can be sent to the
Bosch app for digital documentation and project planning, saving time and preventing errors.

Bluetooth connectivity

The Bluetooth connectivity enables easy transferring of measurement results to the Bosch app for
convenient and error-free documentation.
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Selection of reference edge

Select the front or rear edge of the tool as the starting point when measuring

Laser precision for determining distances quickly

Measure distances with precision – get accurate results when determining heights and lengths thanks to
Bosch's laser technology.

Technical specifications

Laser diode: 635 nm
Laser class: 2
Measurement range: 0.05 – 30.00 m
Measurement accuracy** ± 2.0 mm
Measurement time, typical 0.5 s
Measurement time, max.: 4 s
Battery: 2 x 1.5 V LR03 AAA (included)
Automatic deactivation: 5 minutes
Weight: 0.08 kg
Measurement range, up to: 30 metres
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