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HellermannTyton Harness Clip
UV-Resistant for Bundle 10-14mm
Pk2000
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Short Description

These clips offer fast and easy bundling of convoluted tubes and pipes.

Specifications

Material Polyamide 6.6, high impact modified, heat and UV-stabilised (PA66HIRHSUV)
Bundle ∅ max. 14.0mm
Bundle ∅ min. 10.0mm
Depth (D) 12.0mm
For Hole ∅ 6.35 mm (hexagonal), 6.1 - 6.9 mm
For Panel Thickness min - max 0.6 - 8.3 mm
Height 41.7mm
Length 27.6mm
Panel Thickness max. 0.60 - 8.25mm
Width 12.0mm

ELV compliant Dir. Art. 4 (2) YES
Flammability UL 94 HB
Halogenfree Yes
Operating Temperature - °C -40 °C to +105 °C, (+105 °C for 500 h)

Supplied in a pack of 2000

HellermannTyton Art.-No. 151-01166 | LOC10-14FT6LG-PA66HIRHSUV-BK 
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These clips offer fast and easy bundling of convoluted tubes and pipes.

Specifications

Material Polyamide 6.6, high impact modified, heat and UV-stabilised (PA66HIRHSUV)
Bundle ∅ max. 14.0mm
Bundle ∅ min. 10.0mm
Depth (D) 12.0mm
For Hole ∅ 6.35 mm (hexagonal), 6.1 - 6.9 mm
For Panel Thickness min - max 0.6 - 8.3 mm
Height 41.7mm
Length 27.6mm
Panel Thickness max. 0.60 - 8.25mm
Width 12.0mm

ELV compliant Dir. Art. 4 (2) YES
Flammability UL 94 HB
Halogenfree Yes
Operating Temperature - °C -40 °C to +105 °C, (+105 °C for 500 h)

Supplied in a pack of 2000
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