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Mills Limited
Unit 2,
Zodiac Business Park,
High Road,
Cowley
Uxbridge
UB8 2GU

Contact us on:
Tel: 020 8833 2626
Fax: 020 8833 2600
Email: sales@millsltd.com

Company No. 00282704
VAT No. 227082574

DeWalt LCD Heat Gun 1600W 110V
Product Images Product Code: P09-0601

https://www.millsltd.com/default/dewalt-lcd-heat-gun-1600w-110v.html


2
https://www.millsltd.com/default/dewalt-lcd-heat-gun-1600w-110v.html
27/04/2024

Short Description

Durable design with added protection for the heating element

Light weight ergonomics and compact design for increased comfort and application use

Two air flows to maximise control in most applications

Large stable support stand to ensure safety in stationary applications

Two cone attachments as standard to increase the users versatility for specific applications

Supplied with Cone nozzle and Fish tail surface nozzle

Power Input 1800 Watts

Operating Temperature 50-400 / 50-600 °C

Air Flow 250 / 450 l/min

Weight 0.80 kg

Length 253 mm

Height 210 mm

Hand/Arm Vibration 0.86 m/s2

Hand/Arm Vibration 1.5 m/s2

Uncertainty K 1 (Vibration) 68 m/s²

Sound Pressure Uncertainty 3 dB(A)

Sound Power 79 dB(A)

Sound Power Uncertainty 3 dB(A)

Description

Durable design with added protection for the heating element

Light weight ergonomics and compact design for increased comfort and application use

Two air flows to maximise control in most applications

Large stable support stand to ensure safety in stationary applications
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Two cone attachments as standard to increase the users versatility for specific applications

Supplied with Cone nozzle and Fish tail surface nozzle

Power Input 1800 Watts

Operating Temperature 50-400 / 50-600 °C

Air Flow 250 / 450 l/min

Weight 0.80 kg

Length 253 mm

Height 210 mm

Hand/Arm Vibration 0.86 m/s2

Hand/Arm Vibration 1.5 m/s2

Uncertainty K 1 (Vibration) 68 m/s²

Sound Pressure Uncertainty 3 dB(A)

Sound Power 79 dB(A)

Sound Power Uncertainty 3 dB(A)
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