Mills Limited Contact us on: Company No. 00282704

Q Unit 2, Tel: 020 8833 2626 VAT No. 227082574
' Zodiac Business Park, Fax: 020 8833 2600
High Road, Email: sales@millsltd.com
millsitd.com Cowley
Uxbridge

UB8 2GU

Adaptor Rod 1A
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Short Description

This adaptor has Type C female thread and a Type A male thread and can be used to attach S83-0778
Coupling Rod Duct 3 Male Swivel and S83-0779 Coupling Rod Duct 3 Male to the female end of a
S83-1446 Duct Rod No.1 or S83-0711 Duct Rod No.2.
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A note on thread connectivity

Four different threads are used to connect the most commonly used duct rods.

Type A: S83-1446 Duct Rod No.1 (3 metre) and S83-0711 No.2 (2 metre) Male and Female
Type B: S83-1505 Duct Rod No.5 Male and Female

Type C: S83-0776 Duct Rod No.3 Continuous Male and Female

Type D: S83-0776 Duct Rod No.3 Continuous Male only - For attachment to the bare rod only

Ref:126484

Description

This adaptor has Type C female thread and a Type A male thread and can be used to attach S83-0778
Coupling Rod Duct 3 Male Swivel and $S83-0779 Coupling Rod Duct 3 Male to the female end of a
S83-1446 Duct Rod No.1 or S83-0711 Duct Rod No.2.

A note on thread connectivity

Four different threads are used to connect the most commonly used duct rods.

Type A: S83-1446 Duct Rod No.1 (3 metre) and S83-0711 No.2 (2 metre) Male and Female
Type B: S83-1505 Duct Rod No.5 Male and Female

Type C: S83-0776 Duct Rod No.3 Continuous Male and Female

Type D: S83-0776 Duct Rod No.3 Continuous Male only - For attachment to the bare rod only
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