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Mills Limited
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Tel: 020 8833 2626
Fax: 020 8833 2600
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VAT No. 227082574

Bosch GDE 18 V-16 Professional
Dust Extractor for GBH 18 V-26
Product Images Product Code: P09-5544

Short Description

Integrated dust extraction attachment adapter for the GBH 18 V-26 (F) SDS+ Plus Rotary Hammer Drill.
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Seemless connectivity giving virtually dust free drilling.

FEATURES

Dust extraction - For virtually dust free drilling
Sensor technology - Auto-Power-On when drilling and Auto-Power-Off with 2 second overrun after
releasing hammer trigger
Compatibility and retro-fitting - Easy plug & play of dust extraction with new GBH 18V-26 (F)
Removable dust container including HEPA filter and inspection window to check dust level
Positioning of dust eye depending in drill bit length up to 165mm (up to Ø 16mm)
Individual dust eyes for fixed and quick change chuck executions to allow always a max. drilling
depth of 100mm

SPECIFICATION

Length: 369 mm
Height: 229 mm
Depth: 87 mm
Weight: 1.2 Kg
Filter Material: HEPA
Inspection Window: Yes
No. of Dust Eyes: 2 (For Fixed & QCC)
Compatible With: GBH 18 V-26 (F)
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Inspection Window: Yes
No. of Dust Eyes: 2 (For Fixed & QCC)
Compatible With: GBH 18 V-26 (F)
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